
 

  

 

Industrial grease of high quality, for multiple uses, insoluble in water. It is adapted to equipment working 
under high temperature and heavy loads or subject to important extra load due to shocks. Suitable for 
smooth bearings, ball bearings, hubs of wheel, very loaded bearings... 

« Extreme pressure » additive → Wear components in movement reduced 

Very good resistance to oxidation → Perfect quality in the time 

Anticorrosion additive   
 

Direct download: https://accor-lubrifiants.com/EN/ft/12950.pdf 

 

Nature of the soap Lithium 
Colour/Appearance Amber/Smooth 
Penetration [NF T 60-132] (1/10 mm) 220/250 
Corrosion Cu 3 h/100°C 
[ASTM D 4048] (b) 

1 

Limit temperature of use (°C) -20 to +150 
EMCOR Test distilled water 
[NF T 60-135] 

1 

4 weld balls [ASTM D 2596] (Kg) 250 
4 wear balls 1h/40kg 
[ASTM D 2266] (mm) 

0.55 

Oxidation after 100h [ASTM D 942] (psi) < 7 
Wash out 
[ASTM D 1264] at 80°C ( % weight ) 

< 4 

Wheel bearing 
[ASTM D 1263] at 105°C (g) 

1 

Drop point [METTLER method] (°C) 195 
The given data are typical data. 
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Please regularly check that you have the latest 
up-to-date technical data sheet 

 

     

Grease 

 

> 900g – 129501 
> 18Kg – 129505

https://accor-lubrifiants.com/EN/ft/12950.pdf

